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Welcome to Osprey. We pride ourselves on creating the most functional,
durable and innovative carrying products for your adventures. Please
refer to this owner’s manual for information on product features, use,
maintenance, customer service and warranty.
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FEATURES

FABRIC

1

Integrated kickstand keeps pack upright and accessible

MAIN 	

2

26 L to 34 L zippered pack expansion

ACCENT

3

Riding-accessible, side panel, stretch mesh, zippered pocket

BOTTOM  500D Nylon Packcloth

4

Front panel organization pocket

5

Front panel stretch mesh pocket for stashing bike lock or rain jacket

6

Integrated and removable raincover

7

Blinker light attachment

8

Reflective print, zipper pulls for added safety

+

Padded 15" laptop sleeve

+

Magazine/document sleeve and internal organization

+

Main compartment dirty shoe/clothing separation pocket

+

Sunglasses/electronics scratch-free zippered pocket

+

Hidden LidLock helmet carry
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210D Nylon Dobby
500D Nylon Packcloth
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OVERVIEW
1

SUSPENSION
+ 	4.0 mm LightWire peripheral frame

2

AIRSPEED™ BACKPANEL
+ 	Suspended mesh backpanel for superior ventilation and
comfort
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3

HARNESS
3

STERNUM
STRAP

1

FRAME

HARNESS

2

+ Mesh-covered die-cut foam for ventilation

AIRSPEED
BACKPANEL

+ Adjustable sternum strap with safety whistle
4

HIPBELT
+ Hipbelt wing to maintain comfort while riding
+ Removable 25 mm webbing pack-stabilizing hipbelt

4

HIPBELT

SIZING / FIT
FIT
TORSO		

o/s 17-22¨ / 43-56 cm

BACKPANEL
The backpanel and harness straps should wrap fully around your shoulders with
no gaps between the pack and your back.

ADJUSTABLE HARNESS
1.	Locate the two circular harness buttons located behind the suspended
mesh backpanel.
HARNESS
The padded part of the harness straps should end 1"/2.5 cm-2"/5 cm below
the armpits.
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2.	Disengage the buttons from their slots. Slide the harness up/down the
frame of the pack to the desired position.
3.	Insert the harness adjustment buttons into aligning slots.
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FEATURES
INTEGRATED KICKSTAND
An integrated kickstand keeps your pack upright
whether loaded or empty and provides easy
access to gear.

BLINKER LIGHT ATTACHMENT

INTEGRATED RAINCOVER
The integrated, removable high visibility raincover provides pack protection in
adverse conditions and a safety feature when traveling on roads.
1	Locate the raincover icon and unzip the raincover compartment.
2	Pull the raincover from the compartment and slip it over the top and bottom of
pack using the peripheral elastic to hold it in place.
3	Reverse this process to return raincover to compartment.

FRONT PANEL ORGANIZATION POCKET

4	To remove the raincover altogether, unfasten the toggle from the cord loop
and remove.
Note: To prevent mildew, allow the raincover to dry entirely before storing.

PADDED LAPTOP SLEEVE

LIDLOCK HELMET ATTACHMENT
Osprey’s LidLock easily and securely carries a bicycle helmet.
SCRATCH-FREE ZIPPERED POCKET

1	Locate the LidLock helmet attachment clip near the top of the
pack’s front panel and pull away from the pack.
2 In the vertical position, pass LidLock through helmet vent from
the bottom and engage in horizontal position.
3 Inside the pack's front slash pocket is a cord loop to increase
or decrease the LidLock's tension.

FRONT PANEL POCKET

26L TO 34L
EXPANSION

26L

34L

Front panel stretch mesh pocket for
stashing bike lock or rain jacket.

RIDING-ACCESSIBLE POCKETS
Riding-accessible, side panel, stretch

DIRTY SHOE/CLOTHING
SEPARATION POCKET

mesh pockets. (Left side zippered.)
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